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All drawings located at the end of the document. 



Type 1 Facility Closeout Report Attachment 1 
FEG-006-04 
YSpe 1 of 3 I Section A. Facility Data 

Facility No. B5691570 
Facility Descriptor: 
Project: RISS Area 4 
Date of Demolition: 911 7/03 
Additional Information: 
(Must include information on environmental releases and conditions of site at turnover to Environmental Restoration) 

Crate Counter and Plenum 

Excavated to 4’ below grade and backfilled. 

Section B. Final Characterization Data 
Reconnaissance Level Characterization Report 7/8/2003 
(concurrence received) 
In-process Characterization N/A 
Pre-Demolition Survey Report (approval received) RLCR served as PDS 7/8/2003 
Post-Demolition Survey Report (as necessary) N/A 

Section C. Waste Data (complete categories as appropriate) 
Sanitarv Disposal 
Disposal Site: Front Range Landfill 
Waste Volume (m3): 
Waste Weight (tons): 1022.2 tons 
Additional Information: 

2220 Cubic Yards 

Construction debris (concrete, asphalt, steel) 

Hazardous Disposal 
Waste Volume (m3): 
Additional Information: 

TSCA Waste Disposal 
Additional Information: 

Asbestos Waste Disposal 
Additional Information: 

Low-Level Waste Disposal 
Additional Information: 

> 1  
Bulbs to universal waste storage for final disposition 

NIA 
No TSCA waste generated 

No asbestos waste generated 

NIA 
No LLW generated 

N/A . 

Low-Level Mixed Waste Disposal NIA 
Additional Information: No LLM generated 

Recycled Material 
Recycle Facility: ~ 

Weight (tons): 
Additional Information: 

PU&D 
30.74 
Lead shielding from counterhuilding structure, lead-acid batteries 

Property Disposition 
Receiver Locations (major items only): 
Additional Information: 

NIA 
Various small items suitable for resale were removed from the facility 

Section D. Approvals 
Kaiser-Hill Project Manager Mike Auble 

NameISignature Date 

IA-A-001961 



Instructions for Completion of Type 1 Facility Closeout Report 

B569 was a single-story, 7620 square foot facility constructed in 1987. The building functioned as the Crate 
Counting Facility. B569 was a prefabricated modular steel building constructed on a concrete slab. 

B570 was the filter plenum for the B569 Crate Counting Facility. It consisted of a single-story, 683 square foot 
building constructed in 1987. B570 was a concrete building with 12” reinforced walls and a concrete floor. The 
roof was constructed of insulated sheet metal on steel joists. 

B569 had the following utilities: electric, plant water, plant sanitary, and plant steam. Fire protection was provided 
by wall mounted fire extinguishers. B570 had the following utilities: electric, plant water and plant steam. Fire 
protection was provided by a plenum deluge system and wall mounted fire extinguishers. Approximate locations 
and depths (as necessary) of utility disconnects are provided on the attached map. All utilities were 
disconnectedcapped prior to D&D activities. 

The entire B569/570 facility, including the slab, was removed during D&D activities and shipped to a local landfill. 
No UBCs, PACs, or IHSS’ are associated with the building, and no further work remains, except for site find 
grading. 
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